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NOTICE:

C

Know what's below.
      Call before you dig.
THE LOCATIONS OF EXISTING UNDERGROUND
UTILITIES ARE  SHOWN IN AN APPROXIMATE

WAY ONLY AND HAVE NOT BEEN
INDEPENDENTLY VERIFIED BY THE OWNER OR ITS

REPRESENTATIVE.  THE CONTRACTOR SHALL
DETERMINE THE  EXACT LOCATION OF ALL
EXISTING UTILITIES BEFORE  COMMENCING

WORK, AND AGREES TO BE FULLY  RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY  LOCATE AND PRESERVE ANY AND ALL

UNDERGROUND  UTILITIES.

COPYRIGHT        2025 ATWELL LLC NO
REPRODUCTION SHALL BE MADE WITHOUT THE

PRIOR WRITTEN CONSENT OF ATWELL LLC

CONSTRUCTION SITE SAFETY IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR; NEITHER

THE OWNER NOR THE ENGINEER SHALL BE
EXPECTED TO ASSUME ANY RESPONSIBILITY FOR
SAFETY OF THE WORK, OF PERSONS ENGAGED IN
THE WORK, OF ANY NEARBY STRUCTURES, OR OF

ANY OTHER PERSONS.

24 HOUR 
EMERGENCY CONTACT

– 
– 

– 

80 POSSE GROUNDS ROAD
SEDONA, YAVAPAI COUNTY, AZ

TAX PARCELS: 408-25-038R

CONSTRUCTION DRAWINGS FOR

BLACK ROCK COFFEE OF SEDONA

VICINITY MAP

SUBMITTAL DATE

NOTE: BASED ON GRAPHIC DETERMINATION, THIS PROPERTY  DOES NOT
LIE IN A F.E.M.A./F.I.R.M.SPECIAL FLOOD HAZARD AREA PER COMMUNITY
PANEL NO. 04025C1435H DATED 02/08/2024.

N.T.S.

FEMA MAP
N.T.S.

AERIAL MAP
N.T.S.

SITESITESITE

SUBMITTAL - 2025-07-15

CIVIL ENGINEER
ATWELL, LLC
9001 AIRPORT FREEWAY, SUITE 660
NORTH RICHLAND HILLS, TX 76180
PHONE: (972) 638-8860
CONTACT: NICHOLAS SALAZAR
EMAIL: NSALAZAR@ATWELL.COM

DEVELOPMENT TEAM
SURVEYOR
DIAMONDBACK LAND SURVEYING
6140 BRENT THURMAN WAY
SUITE 230, LAS VEGAS NV 89148
PHONE: (702) 823-3257
CONTACT: TRENT J. KEENAN
EMAIL: DIAMONDBACKLANDSURVEYING.COM

BLACK ROCK COFFEE OF SEDONA
TOTAL SITE AREA: 0.423 AC.
ZONING: CO, COMMERCIAL

DEVELOPER
BLACK ROCK DEVELOPMENT COMPANY, LLC
9170 E BAHIA DR, SUITE 101
SCOTTSDALE, AZ 85260
EMAIL: TONY@BR.COFFEE
CONTACT:  TONY PALLOTTA

C0
00

 C
OV

ER

SHEET NO.

 DRAWN BY: A. MCDONNELL

 CHECKED BY: N. SALAZAR

 PROJECT MANAGER: N. SALAZAR

CA
D

 F
IL

E:

 JOB #: 24004242

 FILE CODE: ##

S1
2-

T1
7N

-R
5E

80
 P

O
SS

E 
GR

O
UN

D
S 

RO
AD

SE
D

O
N

A

YA
VA

PA
I C

O
UN

TY
, A

Z

CO
N

ST
RU

CT
IO

N
 D

RA
W

IN
GS

BL
A

CK
 R

O
CK

 C
O

FF
EE

 O
F 

SE
D

O
N

A

BL
AC

K 
RO

CK
 D

EV
EL

O
PM

EN
T 

CO
M

PA
N

Y,
 L

LC

CO
VE

R

2025-07-15

C000

----
----

AZ
 C

O
A#

 1
62

51

AZ COA# 16251

OWNER
DBN DURBAN MANAGEMENT, LLC
106 FOSTER AVE
CHARLOTTE, NC 28203
PHONE: (704) 319-8330
CONTACT:  C. COLLIN RICKS

UTILITY INFORMATION
COMPANY CONTACT TELEPHONE

CITY OF SEDONA
102 ROADRUNNER DR.

SEDONA, ARIZONA 86336
- (928) 282-3113

ARIZONA WATER COMPANY
3805 N. BLACK CANYON

PHOENIX, ARIZONA 85015
SHAWNA ARNOLD (602) 240-6860

SEDONA FIRE DISTRICT
2860 SOUTHWEST DR.

SEDONA, ARIZONA 86336
- (928) 282-6800

ARIZONA PUBLIC SERVICE COMPANY - -

ATWELL NOTES
1. THESE PLANS ARE SUBJECT TO THE INTERPRETATION OF INTENT BY THE ENGINEER. ALL QUESTIONS REGARDING THESE

PLANS SHALL BE PRESENTED TO THE ENGINEER. ANYONE WHO TAKES UPON HIMSELF THE INTERPRETATION OF THE
DRAWINGS OR  MAKES REVISIONS TO SAME WITHOUT CONFERRING WITH THE DESIGN ENGINEER SHALL  BE
RESPONSIBLE FOR THE CONSEQUENCES THEREOF.

2. THE ENGINEER MAKES NO GUARANTEE REGARDING THE LOCATION OR ELEVATION OF EXISTING UNDERGROUND
UTILITIES SHOWN ON THESE PLANS. THE CONTRACTOR SHALL CALL BLUE STAKE FOR LOCATION OF ALL UTILITIES.

3. THE CONTRACTOR SHALL MAKE HIS OWN ESTIMATE OF EARTHWORK QUANTITIES REQUIRED TO COMPLETE ALL WORK
AS SHOWN ON THESE PLANS. THE CONTRACTOR  SHALL IMPORT FILL OR EXPORT SOIL AS REQUIRED TO PROVIDE AN
EARTHWORK BALANCE AT NO EXTRA COST TO THE PROJECT.

4. THE CONTRACTOR SHALL COMPLY WITH ALL PROVISIONS SPECIFIED IN THE GEOTECHNICAL INVESTIGATION.
5. THE DEVELOPER/CONTRACTOR ASSUMES ALL RESPONSIBILITY AND COSTS INCURRED IF HE ELECTS TO LANDSCAPE

RETENTION BASINS BEFORE THE REQUIRED RETENTION VOLUME HAS BEEN CERTIFIED BY THE ENGINEER.
6. CONTRACTOR IS RESPONSIBLE FOR PROTECTING STORM DRAIN PIPES DURING THE CONSTRUCTION STAGE. THE COVER

ON THE DRAINAGE PIPE IS DESIGNED FOR FINAL GRADE; THEREFORE, EXTRA CARE MUST BE EXERCISED DURING THE
CONSTRUCTION PHASE TO MAINTAIN COVER OVER PIPES TO PREVENT DAMAGE.

7. CONTRACTOR IS TO LOCATE ALL EXISTING PROPERTY MONUMENTS PRIOR TO CONSTRUCTION.
8. THE CONTRACTOR SHALL MAKE NO CLAIM AGAINST THE OWNER OR THE SURVEYOR REGARDING ALLEGED

INACCURACY OF CONSTRUCTION STAKES SET BY THE ENGINEER UNLESS ALL SURVEY STAKES SET BY THE SURVEYOR
ARE MAINTAINED INTACT AND CAN BE VERIFIED AS TO THEIR ORIGIN. IF IN THE OPINION OF THE SURVEYOR, THE
STAKES ARE NOT MAINTAINED INTACT AND CANNOT BE VERIFIED AS TO THEIR ORIGIN, ANY REMEDIAL WORK
REQUIRED TO CORRECT ANY ITEM OR IMPROPER CONSTRUCTION WORK IN THIS DEVELOPMENT SHALL BE PERFORMED
AT THE SOLE EXPENSE OF THE RESPONSIBLE CONTRACTOR OR SUBCONTRACTOR.

9. STORM WATER POLLUTION PREVENTION PLAN DEPICTS TYPICAL EROSION CONTROL MEASURES TO BE EMPLOYED ON
THIS SITE. IT IS UNDERSTOOD THAT THE STORM WATER POLLUTION PREVENTION PLAN IS A DYNAMIC DOCUMENT
AND IT IS TO BE UPDATED AS NEEDED TO REFLECT CURRENT CONDITIONS AND ADDRESS UNFORESEEN CONDITIONS.
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THE LAND REFERRED TO HEREIN BELOW IN SITUATED IN THE COUNTY OF
YAVAPAI, STATE OF ARIZONA, AND IS DESCRIBED AS FOLLOWS:

DESCRIPTION FOR A PORTION OF LOT 1 AND LOT 2 OF SECTION 12,
TOWNSHIP 17 NORTH, RANGE 5 EAST OF THE GILA AND SALT RIVER BASE
AND MERIDIAN, YAVAPAI COUNTY, ARIZONA, MORE PARTICULARLY
DESCRIBED AS FOLLOWS.

TO FIND THE TRUE POINT OF BEGINNING BEGIN AT THE SOUTHWEST
CORNER OF LOT 1 OF SAID SECTION 12;
THENCE NORTH 00 DEGREES, 39 MINUTES, 00 SECONDS EAST, 133.36 FEET
TO A POINT ON THE NORTHERLY RIGHT OF WAY LINE OF HIGHWAY 89A;
THENCE SOUTH 81 DEGREES, 10 MINUTES, 00 SECONDS EAST, 218.70 FEET
ALONG SAID NORTHERLY RIGHT OF WAY LINE OF HIGHWAY 89A TO THE
SOUTHWEST CORNER OF THE MCFADDEN PROPERTY AND THE TRUE
POINT OF BEGINNING;
THENCE 18 DEGREES, 40 MINUTES, 00 SECONDS EAST, 167.45 FEET ALONG
THE EAST SIDE OF POSSE GROUND ROAD;
THENCE SOUTH 81 DEGREES, 10 MINUTES, 00 SECONDS EAST, 97.40 FEET;
THENCE SOUTH 08 DEGREES, 50 MINUTES, 00 SECONDS WEST, 165.00 FEET
TO A POINT ON THE NORTHERLY SIDE OF HIGHWAY 89A;
THENCE NORTH 81 DEGREES, 10 MINUTES, 00 SECONDS WEST, 126.00 FEET
ALONG THE NORTHERLY RIGHT OF WAY LINE OF SAID HIGHWAY 89A AND
THE POINT OF BEGINNING.

LEGAL DESCRIPTION

BENCHMARK
CITY OF SEDONA BRASS CAP STAMPED NO. 25 - 4416.699 - 1990

BEING AN ADOT SURVEY DISK SET IN TOP OF CONCRETE MONUMENT
STAMPED "CLIPPER 1980"

ELEVATION: 4419.48 (US SURVEY FEET)
  1347.06 (METERS)

BASED ON NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD 88).

NAD83 ARIZONA STATE PLANES, CENTRAL ZONE, INTERNATIONAL FOOT

BASIS OF BEARING
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REPRESENTATIVE.  THE CONTRACTOR SHALL
DETERMINE THE  EXACT LOCATION OF ALL
EXISTING UTILITIES BEFORE  COMMENCING

WORK, AND AGREES TO BE FULLY  RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY  LOCATE AND PRESERVE ANY AND ALL

UNDERGROUND  UTILITIES.

COPYRIGHT        2024 ATWELL LLC NO
REPRODUCTION SHALL BE MADE WITHOUT THE

PRIOR WRITTEN CONSENT OF ATWELL LLC

CONSTRUCTION SITE SAFETY IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR; NEITHER

THE OWNER NOR THE ENGINEER SHALL BE
EXPECTED TO ASSUME ANY RESPONSIBILITY FOR
SAFETY OF THE WORK, OF PERSONS ENGAGED IN
THE WORK, OF ANY NEARBY STRUCTURES, OR OF
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DEMOLITION NOTES

1.  IN ORDER TO PROTECT ADJACENT PROPERTIES AND WATER RESOURCES FROM SOIL EROSION AND SEDIMENTATION, THE DEMOLITION
CONTRACTOR SHALL CONSTRUCT EROSION CONTROL MEASURES PER THE INITIAL EROSION CONTROL PLAN (PHASE I) AS NECESSARY PRIOR TO
AND DURING DEMOLITION OPERATIONS.  ADDITIONAL MEASURES MAY BY REQUIRED AS DIRECTED BY THE ENGINEER, LOCAL INSPECTOR OR THE
OWNER.

2. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE OR THE ENGINEER PRIOR TO THE COMMENCEMENT OF ANY DEMOLITION.  ANY DEVIATION WITHOUT THE OWNERS' CONSENT
WILL BE AT THE CONTRACTOR'S RISK.

3. THE DEMOLITION CONTRACTOR SHALL LOCATE, IDENTIFY PROPERLY, TERMINATE, AND MARK ALL EXISTING UTILITIES THAT SHALL REMAIN
WITHIN THE DEMOLITION AREA TO PROTECT THEM FROM DAMAGE.

4. THE DEMOLITION CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES, ASSOCIATED GOVERNMENT DEPARTMENTS, AND THE OWNER'S
REPRESENTATIVE PRIOR TO INTERRUPTION OF ANY UTILITY SERVICE.  NOTIFICATION MUST BE MADE PER THE PROJECT SPECIFICATIONS.  THE
DEMOLITION CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH AND ADHERENCE T0 THE REQUIREMENTS OF EACH UTILITY
COMPANY AND ANY GOVERNMENT UTILITY DEPARTMENT REGARDING SERVICE INTERRUPTION.

5. THE DEMOLITION CONTRACTOR SHALL PROTECT ALL LANDSCAPING AND OTHER FEATURES DESIGNATED TO REMAIN AND REPLACE/REPAIR ALL
ITEMS THAT ARE DISTURBED DURING DEMOLITION.

6. THE CONTRACTOR SHALL CONDUCT ALL DEMOLITION OPERATIONS WITH MINIMUM INTERFERENCE T0 PUBLIC AND/OR PRIVATE ACCESSES AND
FACULTIES.

7. THE DEMOLITION CONTRACTOR SHALL PROTECT BENCH MARKS, PROPERTY CORNERS, AND ALL OTHER SURVEY MONUMENTS FROM DAMAGE
OR DISPLACEMENT.  IF A MARKER IS REMOVED OR DISTURBED, IT SHALL BE REPLACED BY A LICENSED LAND SURVEYOR AT THE CONTRACTORS
EXPENSE.

8. THE DEMOLITION CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL MEASURES AS REQUIRED IN ACCORDANCE WITH THE US DEPT. OF
TRANSPORTATION MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES AND GOVERNING AGENCY REQUIREMENTS.

9. DEPRESSIONS AND VOID AREAS CAUSED BY DEMOLITION WORK SHALL BE FILLED TO SUB-GRADE AND PROPERLY COMPACTED.  THE
CONTRACTOR SHALL SLOPE ALL DISTURBED AREAS TO DRAIN IN ORDER TO AVOID PONDING.

10. THE DEMOLITION CONTRACTOR SHALL ACQUIRE ALL PERMITS AND PAY ALL ASSOCIATED FEES PERTAINING TO THE DEMOLITION AND DISPOSAL
REQUIREMENTS.  HE SHALL BE RESPONSIBLE FOR ADHERENCE TO ALL LOCAL, STATE, AND FEDERAL REQUIREMENTS REGARDING THIS WORK.  IF
THERE ARE NO LOCAL, STATE OR FEDERAL REQUIREMENTS THE DEMOLITION CONTRACTOR SHALL ACQUIRE AN ENGINEER'S CERTIFICATION THAT
THE WORK HAS BEEN PERFORMED IN ACCORDANCE WITH THE APPROVED PLANS.

11. THE CONTRACTOR IS RESPONSIBLE FOR JOB SITE SAFETY AND SAFETY MANAGEMENT.  THE CONTRACTOR SHALL PROCEED WITH THE
DEMOLITION IN AN ORGANIZED MANNER FOLLOWING ALL APPLICABLE OSHA REQUIREMENTS IN ORDER TO ENSURE WORKER AND CIVIC SAFETY.

12. THE DEMOLITION CONTRACTOR SHALL DO THE FOLLOWING:
12.1. CONFIRM THAT COPIES OF ALL PERMITS AND APPROVALS ARE KEPT ONSITE AND THAT THEY ARE AVAILABLE FOR REVIEW UPON REQUEST.
12.2. INSTALL INITIAL PHASE SOIL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO SITE DISTURBANCE.
12.3. REMOVE AND DISPOSE OFFSITE ALL DEBRIS NOT ACCEPTABLE TO THE OWNER.
12.4. LOCATE AND CAP/PLUG ALL WET AND DRY UTILITIES TO BE REMOVED/ABANDONED WITHIN THE LIMITS OF DISTURBANCE.
12.5. PROTECT AND KEEP IN OPERATION ALL ACTIVE SYSTEMS THAT ARE NOT TO BE REMOVED/ABANDONED.
12.6. COORDINATE WITH APPROPRIATE UTILITY SERVICE COMPANY/PROVIDER AND PROVIDE THE OWNER WITH WRITTEN NOTIFICATION THAT

THE EXISTING UTILITIES AND SERVICES HAVE BEEN TERMINATED AND ABANDONED IN ACCORDANCE WITH JURISDICTIONAL AND/OR UTILITY
COMPANY REQUIREMENTS.  COORDINATION WITH UTILITY COMPANIES REGARDING WORKING DURING "OFF-PEAK" HOURS OR ON
WEEKENDS TO MINIMIZE THE IMPACT ON THE PUBLIC.

12.7. DIRECT A LICENSED ENVIRONMENTAL TESTING COMPANY COMPLETE A CONTAMINANT AND  INSPECTION AND REPORT WITH REGARD TO
BUILDINGS/STRUCTURES TO BE REMOVED, AND ACCORDANCE WITH APPLICABLE LOCAL, STATE AND FEDERAL ENVIRONMENTAL
REGULATIONS.  CONTAMINATED/HAZARDOUS BUILDING MATERIAL AND/OR SOILS SHALL BE REMOVED AND DISPOSED OF OFFSITE BY A
QUALIFIED/LICENSED CONTRACTOR FAMILIAR WITH THE APPLICABLE REGULATIONS.

13. EXPLOSIVES SHALL NOT BE USED WITHOUT PRIOR WRITTEN CONSENT OF BOTH THE OWNER AND APPLICABLE GOVERNMENTAL AUTHORITIES.  IF
PERMISSION IS GIVEN, ALL RELATED PERMITS AND MEASURES SHALL BE AT THE DIRECTION OF THE LOCAL ISSUING AUTHORITY.  THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ALL INSPECTIONS AND SEISMIC VIBRATION TESTING REQUIRED FOR PROPER MONITORING OF LOCAL
STRUCTURES IN THE AREA.

14. THE CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL AND GENERALLY ACCEPTED SAFE PRACTICES IN ACCORDANCE WITH "THE MANUAL ON
UNIFORM TRAFFIC CONTROL", AS WELL AS FEDERAL, STATE, AND LOCAL REGULATIONS SHOULD DEMOLITION RELATED ACTIVITIES IMPACT
ROADWAYS OR RIGHTS-OF-WAY.  STREET CLOSURES MUST BE APPROVED BY THE APPROPRIATE GOVERNMENTAL AUTHORITY.

15. EQUIPMENT AND OPERATION OF EQUIPMENT SHALL BE CONTROLLED TO WITHIN THE LIMITS OF DISTURBED ONSITE AREA OF THE PROPERTY.

SITE NOTES

1. THE PROJECT BOUNDARY SURVEY HAS BEEN PROVIDED BY DIAMONDBACK LAND SURVEYING. (THE ENGINEER SHALL NOT BE HELD RESPONSIBLE
FOR THE ACCURACY OF THE SURVEY, OR FOR DESIGN ERRORS OR OMISSIONS AS A RESULT OF SURVEY INACCURACIES.)

2. THE BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING ALL BUILDINGS AND BUILDING APPURTENANCES WITHIN FIVE (5) FEET OF
THE BUILDING WALL TO INCLUDE TRUCK DOCKS, SIDEWALKS, STEPS, ETC.

3. THE SITE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING ALL SITE WORK AND SITE APPURTENANCES UP TO FIVE (5) FEET OF THE
BUILDING. THIS INCLUDES TRANSFORMER AND DUMPSTER PADS AS WELL AS ALL UTILITY CONDUITS.

4. CONTRACTOR SHALL OBTAIN ALL PERMITS FROM THE OWNER PRIOR TO CONSTRUCTION.
5. ALL DIMENSIONS AND RADII ARE TO THE FACE OF CURB AND TO THE END OF PARKING STRIPE UNLESS OTHERWISE NOTED. ALL DIMENSIONS

SHOWN TO BUILDINGS ARE TO THE OUTSIDE FACE OF THE BUILDING.
6. ALL STRIPED OR CURBED RADII SHALL BE 3' UNLESS OTHERWISE NOTED.
7. PARKING LOT STRIPING SHALL HAVE TWO (2) COATS OF PAINT (MIN).
8. ALL HANDICAP ACCESSIBLE PARKING SIGNS AND STRIPING SHALL BE INSTALLED IN ACCORDANCE WITH THE AMERICAN WITH DISABILITY ACT

(ADA) REQUIREMENTS.  LOCAL CODES MAY GIVE ADDITIONAL DIRECTION WITH REGARD TO GEOMETRICS.
9. ALL CONCRETE WORK SHALL BE INSTALLED TO THE COMPRESSIVE STRENGTH ESTABLISHED IN THE PROJECT GEOTECHNICAL REPORT.  THE

REPORT SHALL BE FOLLOWED IF THERE IS A DISCREPANCY WITHIN THESE DRAWINGS.
10. ALL ONSITE AND OFFSITE CURB AND GUTTER SHALL BE INSTALLED PER CURB AND GUTTER DETAILS WITHIN THIS DRAWING SET.  1/2 INCH

EXPANSION JOINTS OF PRE-MOLDED BITUMASTIC EXPANSION JOINT.  MATERIAL SHALL BE PROVIDED AT ALL RADIUS POINTS AND AT INTERVALS
NOT TO EXCEED 50 FEET IN THE REMAINDER OF THE ON-SITE CURB AND GUTTER.

11. ALL SIGNS DEPICTED ON THESE PLANS ARE SHOWN FOR INFORMATION ONLY.  ALL SIGNS SHALL BE PERMITTED SEPARATELY BY OTHERS
12. ALL TRAFFIC SIGNS SHALL CONFORM TO THE UNIFORM TRAFFIC CONTROL MANUAL AND/OR TO THE STATE DEPARTMENT OF TRANSPORTATION

RULES AND REGULATIONS.
13. SITE CONTRACTOR SHALL PROVIDE  AS-BUILT DRAWINGS UPON THE COMPLETION OF THE PROJECT.

ACCESSIBILITY NOTES

1. ALL HANDICAP ACCESSIBLE PARKING SIGNS AND STRIPING SHALL BE INSTALLED IN ACCORDANCE WITH THE AMERICANS WITH DISABILITY ACT
(ADA) REQUIREMENTS.  LOCAL CODES MAY GIVE ADDITIONAL DIRECTION WITH REGARD TO GEOMETRICS.

2. ALL HANDICAPPED PARKING SPACES AND ACCESS AISLES ADJACENT TO THE HANDICAP PARKING SPACES SHALL BE CONSTRUCTED TO A
MAXIMUM SLOPE OF 2% IN ALL DIRECTIONS (THIS INCLUDES RUNNING SLOPE AND CROSS SLOPE).

3. IF AN ACCESSIBLE ROUTE FROM THE PUBLIC STREET OR SIDEWALK TO THE  ENTRANCE IS TO BE PROVIDED IT SHALL BE CONSTRUCTED TO A
MINIMUM OF 5' WIDE.  THE RUNNING SLOPE OF THE ROUTE SHALL NOT EXCEED 5% AND THE CROSS SLOPE SHALL NOT EXCEED 2%.

4. SLOPES EXCEEDING 5% BUT LESS THAN 8% WILL REQUIRE A RAMP AND MUST CONFORM TO THE REQUIREMENTS FOR RAMP DESIGN
(HANDRAILS, CURB, LANDINGS). NO RAMP SHALL EXCEED AN 8% RUNNING SLOPE OR 2% CROSS SLOPE.

5. IN THE CASE THAT A NEW SIDEWALK IS TO BE CONSTRUCTED IN THE PUBLIC R/W, THE RUNNING SLOPE OF THE SIDEWALK SHALL NOT EXCEED
5% AND THE CROSS SLOPE SHALL NOT EXCEED 2%. THIS STANDARD APPLIES ALSO TO CROSS WALKS WITHIN THE DRIVEWAY.  SPECIAL
ATTENTION SHALL BE PAID DURING STAKING TO ENSURE A 2% CROSS SLOPE IS MET.

6. IT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO ENSURE THAT THE HANDICAP PARKING SPACES, ACCESSIBLE ROUTES, AND
SIDEWALKS/CROSSWALKS ARE CONSTRUCTED TO MEET ADA REQUIREMENTS.  INSTALLATIONS THAT ARE NON-COMPLIANT SHALL BE REMOVED
AND REPLACED AT THE CONTRACTORS EXPENSE.

7. ACCESSIBLE PARKING SHALL HAVE 98" VERTICAL CLEARANCE.
8. DETECTABLE WARNING STRIPS SHALL BE PLACED ON ALL RAMPS.
9. ALL ADA PARKING SPACES SHALL HAVE PROPER SIGNAGE POSTED TO DESIGNATE REGULAR SPACES AND VAN SPACES, AS WELL AS APPLICABLE

LOCAL FINES FOR VIOLATIONS.

GRADING NOTES

1.  THE PROJECT TOPOGRAPHIC SURVEY HAS BEEN PROVIDED BY DIAMONDBACK LAND SURVEYING. (THE ENGINEER SHALL NOT BE HELD
RESPONSIBLE FOR THE ACCURACY OF THE SURVEY, OR FOR DESIGN ERRORS OR OMISSIONS AS A RESULT OF SURVEY INACCURACIES.)

2. SHOULD THE CONTRACTOR NOT ACCEPT THE EXISTING TOPOGRAPHY AS SHOWN ON THE PROJECT SURVEY OR THESE DESIGN DRAWINGS, HE
MAY OPT TO HAVE A NEW TOPOGRAPHIC SURVEY PREPARED AT HIS OWN EXPENSE.

3. THE CONTRACTOR SHALL ADHERE TO ALL TERMS & CONDITIONS AS OUTLINED IN THE GENERAL NPDES PERMIT FOR STORMWATER DISCHARGE
ASSOCIATED WITH CONSTRUCTION ACTIVITIES.

4. INFORMATION CONCERNING SITE SOIL CONDITIONS SHALL BE PROVIDED BY THE OWNER'S GEOTECHNICAL ENGINEER.  THE PROJECT
GEOTECHNICAL REPORT AND RECOMMENDATIONS THEREIN ARE CONSIDERED PART OF THE AUTHORIZED CONSTRUCTION DOCUMENTS .   IN
CASE OF CONFLICT OR DISCREPANCY, THE GEOTECHNICAL REPORT SHALL TAKE PRECEDENCE UNLESS SPECIFICALLY NOTED OTHERWISE ON THE
DRAWINGS. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING OF ANY SUCH DISCREPANCY.

5. EARTHWORK FOR ALL BUILDING FOUNDATIONS AND SLABS SHALL BE IN ACCORDANCE WITH THE GEOTECHNICAL REPORT AND ARCHITECTURAL
PLANS AND SPECIFICATIONS.

6. ALL FILL USED TO INCREASE THE ELEVATION OF THE FLOOR SLAB OR ANY FILL TO BE USED AS BACKFILL, SHALL BE CLEAN, SELECT, GRANULAR
MATERIAL.  PRIOR TO THE USE OF ANY GRANULAR FILL, GRADATION ANALYSIS SHALL BE PERFORMED ON REPRESENTATIVE SAMPLES OF THE FILL
MATERIAL TO DETERMINE WHETHER THE MATERIAL IS SUITABLE FOR FILL.  COMPACTED FILL SHALL BE PLACED IN ACCORDANCE WITH THE
APPROVED GEOTECHNICAL REPORT FOR THE PROJECT.

7. ALL ROCKS, STUMPS, ROOTS, AND ORGANIC MATTER SHALL BE REMOVED TO A DEPTH OF TWO FEET MINIMUM BELOW THE BOTTOM OF THE
BASE SECTIONS.  THE CONTRACTOR SHALL CONTACT THE GEOTECHNICAL ENGINEER FOR DIRECTION BEFORE BURYING ROCK ONSITE.

8. ALL SOIL EROSION AND SEDIMENT SHALL BE CONTROLLED AND CONTAINED ON-SITE.
9. ALL SLOPES AND DISTURBED AREAS NOT COVERED BY BUILDING OR PAVEMENT SHALL BE GRADED UNIFORMLY AND SHALL RECEIVE A MINIMUM

OF 4 INCHES OF TOPSOIL.  THE CONTRACTOR SHALL IMPORT TOPSOIL IF NOT READILY AVAILABLE ONSITE.  OPEN AREAS SHALL BE SEEDED,
MULCHED, FERTILIZED AND WATERED TO PROVIDE AN UNIFORM  STAND OF GRASS.

10. CONTRACTOR SHALL INSTALL SLOPE STABILIZATION FABRIC TO ALL SLOPES 2H:1V OR STEEPER AND SHALL MAINTAIN  ALL SLOPE AREAS UNTIL
THERE EXISTS A HEALTHY STAND OF GRASS.

11. THE CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE AWAY FROM THE BUILDINGS.
12. THE FLOW IN ALL EXISTING STORM SEWERS, STORM DRAINS, AND WATERWAYS SHALL BE MAINTAINED.

13. ALL SPOT ELEVATIONS SHALL BE TAKEN TO BE THE  TOP OF PAVEMENT OR FINISHED GROUND UNLESS OTHERWISE NOTED.
TC=TOP OF CURB ELEVATION
MATCH=PROPOSED GRADE TO MATCH EXISTING GRADE

TW=TOP OF RETAINING WALL ELEVATION;
FG=FINISHED GRADE AT TOE OF WALL ELEVATION

14. CONTRACTOR SHALL VERIFY HORIZONTAL AND VERTICAL LOCATION OF ALL EXISTING STORM SEWER STRUCTURES, PIPES, AND ALL UTILITIES
PRIOR TO CONSTRUCTION.

15. ALL PIPE LENGTHS SHOWN ON PLAN AND PROFILE VIEWS ARE BASED ON THE HORIZONTAL DISTANCE BETWEEN STRUCTURES.
16. THE CONTRACTOR SHALL COMPARE PLAN AND PROFILE STORM SEWER INFORMATION FOR DISCREPANCIES.  IF ANY EXIST THE CONTRACTOR

SHALL NOTIFY THE ENGINEER FOR CLARIFICATION.
17. PRECAST CONCRETE OR BRICK STRUCTURES MAY BE USED AT THE CONTRACTOR'S OPTION
18. ALL STORM PIPE CONNECTIONS AT MANHOLES SHALL BE WATER TIGHT
19. ALL STORM SEWER MANHOLE STRUCTURES IN PAVED AREAS SHALL BE INSTALLED OR ADJUSTED WITH TRAFFIC READY LIDS FLUSH WITH THE

PAVEMENT.  MANHOLE STRUCTURES IN UNPAVED AREAS SHALL BE INSTALLED FLUSH WITH FINISH GRADE.
20. ALL STORM STRUCTURES SHALL HAVE A SMOOTH UNIFORM POURED MORTAR INVERT FROM INVERT IN  TO INVERT OUT.
21. ALL SYSTEM MANHOLES AND PIPES SHALL BE FLUSHED CLEAN PRIOR TO TURNING OVER TO THE OWNER.
22. THE CONTRACTOR SHALL LOCATE ALL EXISTING UNDERGROUND UTILITIES PRIOR TO COMMENCING WORK.  EXISTING UNDERGROUND UTILITIES

SHOWN ON THESE DRAWINGS ARE TAKEN FROM THE BEST SOURCES AVAILABLE (FIELD SURVEYS AND UTILITY MAPS) AND MAY NOT BE FULLY
ACCURATE.  AS SUCH, THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHILE GRADING.  ANY UTILITY RELOCATION DEEMED NECESSARY
BUT NOT SHOWN ON THE APPROVED DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS ATTENTION.

23. THE GRADING CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES, ASSOCIATED GOVERNMENT DEPARTMENTS, AND THE OWNER'S
REPRESENTATIVE PRIOR TO INTERRUPTION OF ANY UTILITY SERVICE.  NOTIFICATION MUST BE MADE PER THE PROJECT SPECIFICATIONS.  THE
GRADING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH AND ADHERENCE T0 THE REQUIREMENTS OF EACH UTILITY
COMPANY AND ANY GOVERNMENT UTILITY DEPARTMENT REGARDING SERVICE INTERRUPTION.

UTILITY NOTES

1. THE PROJECT UTILITY SURVEY HAVE BEEN PROVIDED BY DIAMONDBACK LAND SURVEYING.
2. THE CONTRACTOR SHALL HAVE A COPY OF THE APPROVED PLANS, A COPY OF THE DESIGN AND CONSTRUCTION STANDARDS AND

SPECIFICATIONS, AND A COPY OF ALL PERMITS AND APPROVALS ON THE JOB.
3. ALL UTILITY TRENCHES ARE TO BE SLOPED OR BRACED AND SHEETED AS NECESSARY FOR THE SAFETY OF THE WORKERS AND FOR THE

PROTECTION OF OTHER UTILITIES.
4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PROJECT SAFETY INCLUDING, BUT NOT LIMITED TO, TRENCH EXCAVATION AND SHORINGS,

TRAFFIC CONTROL, AND SECURITY.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SECURITY DURING CONSTRUCTION.
5. THE CONTRACTOR SHALL COMPLY WITH THE LATEST OSHA STANDARDS AND/OR DIRECTIVES WITH REGARD TO EXCAVATION AND TRENCHING

PROCEDURES.
6. ALL FILL MATERIAL SHALL BE PLACED AND COMPACTED PRIOR TO UTILITY INSTALLATION.
7. THE CONTRACTOR SHALL PROVIDE RECORD DRAWINGS "AS-BUILT PLANS" AND "FINAL PLATS" (IF APPLICABLE) UPON COMPLETION OF THE

PROJECT.
8. THE CONTRACTOR SHALL LOCATE ALL EXISTING UNDERGROUND UTILITIES PRIOR TO COMMENCING WORK.  EXISTING UNDERGROUND UTILITIES

SHOWN ON THESE DRAWINGS ARE TAKEN FROM THE BEST SOURCES AVAILABLE (FIELD SURVEYS AND UTILITY MAPS) AND MAY NOT BE FULLY
ACCURATE.  AS SUCH, THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHILE GRADING.  ANY UTILITY RELOCATION DEEMED NECESSARY
BUT NOT SHOWN ON THE APPROVED DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS ATTENTION.

9. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY REGARDING ANY UTILITY CONFLICTS, ADDITIONAL UTILITIES ENCOUNTERED,
AND/OR ANY OTHER UTILITY INFORMATION WHICH MAY REQUIRE EXAMINATION.

10. THE CONTRACTOR SHALL COORDINATE WITH ALL UTILITY COMPANIES TO DETERMINE AND IMPLEMENT THEIR SPECIFIC INSTALLATION
REQUIREMENTS AND SPECIFICATIONS.

11. THE CONTRACTOR SHALL CALL 811 AT LEAST 72 HOURS PRIOR TO EXCAVATION IN ORDER THAT UTILITIES BE FIELD LOCATED.
12. THE CONTRACTOR SHALL NOTIFY THE UTILITY AUTHORITY INSPECTOR 72 HOURS BEFORE CONNECTING TO ANY EXISTING UTILITY.
13. THE SITE CONTRACTOR SHALL COORDINATE SERVICE ROUTING OF ALL GAS, TELEPHONE, AND ELECTRICAL LINES WITH THE APPROPRIATE UTILITY

COMPANY.  ALL UTILITY CONSTRUCTION SHALL COMPLY WITH THE RESPECTIVE UTILITY'S STANDARDS AND SPECIFICATIONS.
14. THE CONTRACTOR SHALL COORDINATE WITH ALL UTILITY COMPANIES INVOLVED WITH REGARD TO RELOCATION OF OR ADJUSTMENTS TO

EXISTING UTILITIES DURING CONSTRUCTION.  THIS WORK SHALL BE PERFORMED IN A TIMELY FASHION AND WITH A MINIMAL DISRUPTION OF
SERVICE.

15. THE CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS AND SPECIFICATIONS FOR THE PROPOSED LOCATION OF ALL WET AND DRY UTILITY
ENTRANCES INTO THE BUILDING.  CONTRACTOR SHALL COORDINATE INSTALLATION OF THE VARIOUS UTILITIES TO AVOID CONFLICTS AND
ENSURE THAT THE PROPER DEPTHS ARE ACHIEVED.

16. ALL DRY UTILITY LINES SHALL BE INSTALLED IN ACCORDANCE WITH THE PROPER UTILITY COMPANY STANDARDS AND SPECIFICATIONS.  THE
CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL DRY UTILITIES BY OTHERS.

17. THE CONTRACTOR SHALL REPAIR ALL DAMAGE TO EXISTING UTILITIES DURING CONSTRUCTION.
18. THE CONTRACTOR SHALL COORDINATE THE INSTALLATIONS OF WATER AND SANITARY SERVICES WITH THE LOCAL WATER AND SEWER

PROVIDER.  THE LOCAL WATER AND SEWER AUTHORITY STANDARD SPECIFICATIONS AND DETAILS SHALL GOVERN ALL WATER AND SANITARY
SEWER CONSTRUCTION.

19. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD VERIFYING THE EXACT LOCATION, SIZE, AND MATERIAL OF ANY EXISTING WATER AND/OR
SEWER FACILITY PROPOSED FOR CONNECTION OR USE BY THIS PROJECT.  THE RELOCATION OF ALL WATER/SEWER FACILITIES SHALL BE
COORDINATED WITH THE RESPECTIVE UTILITY COMPANY.

20. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL TELEVISE EXISTING SANITARY SEWER LINE FROM THE POINT OF CONNECTION THROUGH
THE NEXT SUCCESSIVE DOWNSTREAM RUN OF PIPE.  THE CONTRACTOR SHALL ALSO TELEVISE ALL NEWLY INSTALLED SANITARY SEWER PIPE TO
ENSURE LINES AND GRADES HAVE BEEN MET.

21. THE CONTRACTOR SHALL MAINTAIN A MINIMUM OF 18" VERTICAL SEPARATION BETWEEN SANITARY, WATER, STORM, AND PRIVATE UTILITY
LINES.  MEASUREMENTS SHALL BE TAKEN FROM THE NEAREST EDGE OF THE UTILITIES IN QUESTION.

22. THE MINIMUM HORIZONTAL SEPARATION BETWEEN THE WATER AND SEWER SERVICES SHALL BE 8'.  THE MINIMUM VERTICAL SEPARATIONS
SHALL BE 18”

23. SANITARY SEWER PIPE SLOPE SHALL BE MEASURED FROM CENTER OF MANHOLE TO CENTER OF MANHOLE.
24. ALL MANHOLES REQUIRE KOR-N-SEAL OR EQUAL RUBBER BOOTS.
25. TOPS FOR SANITARY SEWER MANHOLES PLACED WITHIN PAVED AREAS SHALL BE INSTALLED WITH TRAFFIC READY FRAMES AND SHALL MATCH

THE FINISHED PAVEMENT ELEVATIONS.  TOPS FOR MANHOLES PLACED WITHIN GRASSED AREAS SHALL MATCH FINISHED GRADE ELEVATIONS.
ALL EXISTING MANHOLES & UTILITY BOXES SHALL BE ADJUSTED AS NECESSARY TO MATCH FINISHED GRADING.

26. ALL SANITARY MANHOLES AND PIPE SHALL BE FLUSHED CLEAN OF DEBRIS PRIOR TO TURNING SYSTEM OVER TO OWNER.
27. ALL FIRE HYDRANTS SHALL CONFORM TO LOCAL REQUIREMENTS.
28. THRUST BLOCKS ARE REQUIRED WHEREVER PIPE CHANGES DIRECTION (TEES, BENDS, ETC.).
29. GRAVITY SEWER LINE MATERIAL SHALL BE PVC (SDR35) OR DIP (CLASS 350).
30. THE PRIMARY ELECTRIC SERVICE SHALL BE PROVIDED BY THE LOCAL POWER PROVIDER. THIS INCLUDES THE TRANSFORMER, PAD, TRENCHING,

BACKFILL AND COMPACTION.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF THE SECONDARY SERVICE.  THE
CONTRACTOR SHALL COORDINATE THE INSTALLATION OF BOTH SERVICES.

31. THE GAS SERVICE UP TO THE GAS METER SHALL BE PROVIDED BY THE LOCAL GAS PROVIDER.  THE CONTRACTOR SHALL COORDINATE THE
INSTALLATION OF THE GAS SERVICE.

32. THE GAS AND UNDERGROUND POWER LINES ARE SHOWN FOR INFORMATION PURPOSES ONLY. EXACT LOCATIONS SHALL BE FIELD DETERMINED
DURING CONSTRUCTION.

EROSION NOTES

1. THE PROJECT TOPOGRAPHIC SURVEY HAS BEEN PROVIDED BY DIAMONDBACK LAND SURVEYING. (THE ENGINEER SHALL NOT BE HELD
RESPONSIBLE FOR THE ACCURACY OF THE SURVEY, OR FOR DESIGN ERRORS OR OMISSIONS AS A RESULT OF SURVEY INACCURACIES.)

2. THE OWNER SHALL ALLOW AND MAINTAIN OFF-STREET PARKING FOR WORKERS ON THE SUBJECT PROPERTY THROUGHOUT CONSTRUCTION.
3. A COPY OF THE APPROVED LAND DISTURBANCE PLAN AND PERMIT SHALL BE PRESENT ONSITE WHENEVER LAND DISTURBANCE ACTIVITY IS IN

PROGRESS.
4. ALL EROSION AND SEDIMENTATION CONTROL MEASURES SHALL CONFORM TO THE LATEST EROSION AND SEDIMENT CONTROL REGULATIONS

FOR ASSOCIATED FEDERAL, REGIONAL, AND LOCAL REGULATORY AGENCIES.
5. ALL EROSION CONTROL MEASURES SHALL MEET THE REQUIREMENTS AND THE SPECIFICATIONS CONTAINED WITHIN THE CONSTRUCTION

DETAILS UNLESS AN EQUAL PRODUCT HAS BEEN PRESENTED TO AND APPROVED BY THE OWNER OR THE OWNER'S REPRESENTATIVE.
6. THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION CONTROL MEASURES AND PRACTICES PRIOR

TO LAND DISTURBING ACTIVITIES.  THESE MEASURES SHALL BE MAINTAINED THROUGHOUT THE ENTIRE DURATION OF LAND DISTURBING
ACTIVITIES.

7. THE CONTRACTOR SHALL PROTECT ANY BORDERING OR ADJACENT DRAINAGE COURSE AND SHALL REMOVE ANY INTRUDING CONSTRUCTION
DEBRIS OR SPOIL MATERIAL IN AN EXPEDITIOUS MANNER.

8. THE LIMITS OF LAND DISTURBANCE SHALL BE CLEARLY MARKED AT THE OUTSET OF CONSTRUCTION AND SHALL REMAIN IN PLACE
THROUGHOUT THE DURATION OF THE CONSTRUCTION ACTIVITY.  NO LAND DISTURBANCE SHALL OCCUR OUTSIDE THE APPROVED LIMITS AS
INDICATED ON THE APPROVED EROSION CONTROL DRAWINGS.  IF WETLANDS EXIST ON-SITE, ALL CLEARING MUST BE PERFORMED IN
ACCORDANCE WITH THE APPROVED CORPS WETLANDS PERMIT.

9. A CONSTRUCTION ENTRANCE/EXIT SHALL BE INSTALLED AT THE OUTSET OF CONSTRUCTION AND SHALL BE MAINTAINED APPROPRIATELY IN
ORDER TO PREVENT TRACKING ONTO PUBLIC ROADWAYS.  ALL MATERIALS SPILLED ONTO A PUBLIC ROADWAY OR INTO A PUBLIC STORM SEWER
SHALL BE REMOVED IMMEDIATELY.

10. ONCE A CONSTRUCTION EXIT HAS BEEN APPROPRIATELY INSTALLED, APPROPRIATE PERIMETER EROSION CONTROL AND STORMWATER
MEASURES SHALL BE INSTALLED PRIOR TO FURTHER CONSTRUCTION.

11. ALL SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED UNTIL ALL DISTURBED AREAS HAVE BEEN STABILIZED WITH EITHER PERMANENT
HARD SURFACE GROUND COVER VEGETATION.

12. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ACCUMULATED SILT FROM EACH RESPECTIVE EROSION CONTROL MEASURE IN
ACCORDANCE WITH THE NOTES AND DETAILS ON THESE DRAWINGS.

13. ALL DISTURBED AREAS LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH TEMPORARY SEEDING.
14. ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IF DEEMED NECESSARY BY ON-SITE INSPECTION.
15. ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED SHOULD INTERIM DRAINAGE CONDITIONS DIFFER FROM THE APPROVED FINAL

CONDITIONS.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS ACCORDINGLY IN ORDER THAT SEDIMENT NOT LEAVE THE SITE.
16. THE CONTRACTOR SHALL KEEP AN ON-SITE DAILY LOG OF THE MAINTENANCE OF ALL EROSION CONTROL MEASURES.  THE LOG SHALL BE MADE

AVAILABLE FOR INSPECTION AT ALL TIMES.
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DEMOLITION NOTES:
1. PRIOR TO ANY CONSTRUCTION, THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL EXIST. UTILITIES AND GRAVITY STORM

AND SANITARY SEWER LINES TO DETERMINE THE ACCURACY OF SURVEY INFORMATION REFLECTED ON THESE DRAWINGS.
ADDITIONALLY, THE CONTRACTOR SHALL VERIFY THE ELEVATIONS OF ALL CONNECTIONS RELATIVE TO THOSE SHOWN ON THESE
DRAWINGS.  IF DISCREPANCIES ARE DETERMINED CONTACT THE ENGINEER.

2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON
THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN
THE FIELD.  THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.  THE CONTRACTOR MUST CALL THE
LOCAL UTILITY LOCATION CENTER AT LEAST 48 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF THE
UTILITIES.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXIST. UTILITIES WHICH CONFLICT WITH THE
PROPOSED UTILITIES SHOWN ON THE PLANS.
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NOTICE:

C

Know what's below.
      Call before you dig.
THE LOCATIONS OF EXISTING UNDERGROUND
UTILITIES ARE  SHOWN IN AN APPROXIMATE

WAY ONLY AND HAVE NOT BEEN
INDEPENDENTLY VERIFIED BY THE OWNER OR ITS

REPRESENTATIVE.  THE CONTRACTOR SHALL
DETERMINE THE  EXACT LOCATION OF ALL
EXISTING UTILITIES BEFORE  COMMENCING

WORK, AND AGREES TO BE FULLY  RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY  LOCATE AND PRESERVE ANY AND ALL

UNDERGROUND  UTILITIES.

COPYRIGHT        2025 ATWELL LLC NO
REPRODUCTION SHALL BE MADE WITHOUT THE

PRIOR WRITTEN CONSENT OF ATWELL LLC

CONSTRUCTION SITE SAFETY IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR; NEITHER

THE OWNER NOR THE ENGINEER SHALL BE
EXPECTED TO ASSUME ANY RESPONSIBILITY FOR
SAFETY OF THE WORK, OF PERSONS ENGAGED IN
THE WORK, OF ANY NEARBY STRUCTURES, OR OF

ANY OTHER PERSONS.

24 HOUR 
EMERGENCY CONTACT
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TREES

LEGEND

UGE UGE

GAS GAS

ADJOINING PROPERTY

EASEMENT LINE

BUILDING SETBACK LINE

CONCRETE SIDEWALK

CONCRETE CURB & GUTTER

PARKING STRIPING

ELECTRICAL LINE UNDERGROUND

GAS LINE

ELECTRICAL METER

ELECTRICAL VAULT

ELECTRICAL TRANSFORMER

LIGHT POLE

NATURAL GAS METER ASSEMBLY

SANITARY SEWER MANHOLE

SANITARY SEWER CLEAN OUT

WATER METER

STORM DRAIN MANHOLE

SIGN

UGT UGT FIBER OPTIC LINE UNDERGROUND

W W WATER LINE

SS SS SANITARY SEWER LINE

FIBER OPTIC PEDESTAL

G

C

SD

ET

ELEC
E

EXISTING MINOR CONTOUR

EXISTING MAJOR CONTOUR

GENERAL DEMOLITION SPECIFICATION

PROMPTLY REPAIR DAMAGES TO ADJACENT FACILITIES CAUSED BY
DEMOLITION OPERATIONS. CONTRACTOR SHALL BE RESPONSIBLE FOR
COSTS INCURRED TO REPAIR DAMAGE TO ADJACENT FACILITIES.

1.  OWNER ASSUMES NO RESPONSIBILITY FOR CONDITION OF
STRUCTURES TO BE DEMOLISHED.

2.  CONDITIONS EXISTING AT TIME OF INSPECTION FOR BIDDING
PURPOSE WILL BE MAINTAINED BY OWNER AS FAR AS PRACTICAL.

3.  STORAGE OR SALE OF REMOVED ITEMS OR MATERIALS ON-SITE WILL
NOT BE PERMITTED.

4.  MAINTAIN EXISTING UTILITIES TO REMAIN IN SERVICE AND PROTECT
THEM AGAINST DAMAGE DURING DEMOLITION OPERATIONS.

5.  DRAIN, PURGE, OR OTHERWISE REMOVE, COLLECT, AND DISPOSE OF
CHEMICALS, GASES, EXPLOSIVES, ACIDS, FLAMMABLES, OR OTHER
DANGEROUS MATERIALS BEFORE PROCEEDING WITH DEMOLITION
OPERATIONS ACCORDING TO APPLICABLE CODES / REGULATIONS.

7.  CONDUCT DEMOLITION OPERATIONS AND REMOVE DEBRIS TO
ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS,
AND OTHER ADJACENT OCCUPIED AND USED FACILITIES.

8. DO NOT CLOSE OR OBSTRUCT STREETS, WALKS, OR OTHER ADJACENT
OCCUPIED OR USED FACILITIES WITHOUT PERMISSION FROM OWNER
AND AUTHORITIES HAVING JURISDICTION.  PROVIDE ALTERNATE
ROUTES AROUND CLOSED OR OBSTRUCTED TRAFFIC WAYS IF
REQUIRED BY GOVERNING REGULATIONS.

9.  USE OF EXPLOSIVES WILL NOT BE PERMITTED.
10. USE WATER, TEMPORARY ENCLOSURES, AND OTHER SUITABLE

METHODS TO LIMIT THE SPREAD OF DUST AND DIRT. COMPLY WITH
GOVERNING ENVIRONMENTAL PROTECTION REGULATIONS.

11. DO NOT CREATE HAZARDOUS OR OBJECTIONABLE CONDITIONS, SUCH
AS ICE, FLOODING, AND POLLUTION, WHEN USING WATER.  REMOVE
AND TRANSPORT DEBRIS IN A MANNER THAT WILL PREVENT SPILLAGE
ON ADJACENT SURFACES AND AREAS.

13. PROMPTLY DISPOSE OF DEMOLISHED MATERIALS.  DO NOT ALLOW
DEMOLISHED MATERIALS TO ACCUMULATE ON-SITE.

14. DO NOT BURN DEMOLISHED MATERIALS.

DAMAGES:

PROPERTY LINE

SITE LEGEND:

LIMITS OF DEMOLITION

DEMO  NOTES:

LIMITS OF CONSTRUCTION

#

EXISTING TO BE REMOVED

DESCRIPTION

1

EXISTING TO BE RELOCATED2

EXISTING TO REMAIN3

1.  IF NOT SHOWN ON THE DEMOLITION DRAWINGS, THE CONTRACTOR
SHALL REMOVE ALL EXISTING MATERIALS AS NECESSARY TO
COMPLETE ALL NEW WORK AS REQUIRED BY OTHER PORTIONS OF
THE CONTRACT DOCUMENTS.

2. SALVAGE RIGHTS FOR ALL DEMOLISHED MATERIALS SHALL BE FIRST
GIVEN TO THE OWNER.  ANY MATERIALS NOT RETAINED BY THE
OWNER SHALL BE REMOVED FROM THE SITE AND DISPOSED OF BY
THE CONTRACTOR AT THE CONTRACTORS EXPENSE.

3. THE CONTRACTOR IS RESPONSIBLE TO COMPLY WITH ALL LOCAL,
STATE AND FEDERAL REGULATIONS IN THE REMOVAL/DEMOLITON OF
HAZARDOUS MATERIALS.

4. THE CONTRACTOR IS RESPONSIBLE FOR VERIFY EXISTING UTILITIES
PRIOR TO DEMOLITION & EXCAVATION.

5. CONTRACTOR IS RESPONSIBLE FOR ALL REGISTRATIONS, PERMITS
AND FEES REQUIRED TO REMOVE & PROPERLY DISPOSE OF ALL
DEMOLITION MATERIALS.

6. DEMO CONTRACTOR IS RESPONSIBLE FOR OBTAINING APPROVALS
FROM AND NOTIFICATIONS TO ALL LOCAL, STATE AND FEDERAL
AUTHORITIES.

7. DEMO CONTRACTOR IS REQUIRED TO VISIT SITE PRIOR TO BID AND
NOTIFY ENGINEER OF ANY INCONSISTENCIES.

8. CONTRACTOR RESPONSIBLE TO COORDINATE AND ASSUME ANY FEES
ASSOCIATED WITH REMOVAL OF UTILITIES.  ALL ABANDONED
UTILITIES TO BE REMOVED & CAPPED.

9. REFER TO SURVEY FOR LIMITS AND BOUNDARY OF PROPERTY.
10. CONTRACTOR SHALL OBTAIN ANY NECESSARY PERMITS FROM

YAVAPAI COUNTY  PRIOR TO ANY DEMOLITION OR CONSTRUCTION.
11. CONTACT YAVAPAI COUNTY 48 HOURS PRIOR TO DEMOLITION OR

EXCAVATION.

GENERAL DEMOLITION NOTES:

T

STORM INLET

W

STORM LINE

EXISTING TREE TO BE REMOVED
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      Call before you dig.
THE LOCATIONS OF EXISTING UNDERGROUND
UTILITIES ARE  SHOWN IN AN APPROXIMATE

WAY ONLY AND HAVE NOT BEEN
INDEPENDENTLY VERIFIED BY THE OWNER OR ITS

REPRESENTATIVE.  THE CONTRACTOR SHALL
DETERMINE THE  EXACT LOCATION OF ALL
EXISTING UTILITIES BEFORE  COMMENCING

WORK, AND AGREES TO BE FULLY  RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY  LOCATE AND PRESERVE ANY AND ALL

UNDERGROUND  UTILITIES.

COPYRIGHT        2025 ATWELL LLC NO
REPRODUCTION SHALL BE MADE WITHOUT THE

PRIOR WRITTEN CONSENT OF ATWELL LLC

CONSTRUCTION SITE SAFETY IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR; NEITHER

THE OWNER NOR THE ENGINEER SHALL BE
EXPECTED TO ASSUME ANY RESPONSIBILITY FOR
SAFETY OF THE WORK, OF PERSONS ENGAGED IN
THE WORK, OF ANY NEARBY STRUCTURES, OR OF

ANY OTHER PERSONS.
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SITE AREA                       
TOTAL PROPERTY AREA: 0.423± AC (18426± S.F.)

ZONING CLASSIFICATION    
JURISDICTION: CITY OF SEDONA
ZONING: CO, COMMERCIAL
ADJACENT ZONING: CO (NORTH, WEST, SOUTH, EAST)

BUILDING SETBACKS                 
FRONT 10'
SIDE 10'

BUILDING SUMMARY                               
PROPOSED BUILDING AREA:   735 SF
BUILDING AREA LIMIT: 5,000 SF
BUILDING HEIGHT LIMIT:     40'

PARKING SUMMARY                            
PARKING REQUIREMENTS 1 SPACE/250 SF OF BUILDING AND OUTDOOR 

SEATING AREA (CITY)
TOTAL PARKING REQUIRED 4 SPACES
PARKING PROVIDED 5 SPACES, 1 ADA SPACE
CAR STACKING REQUIRED 4 VEHICLE SPACES PER SERVICE WINDOW

EXISTING PROPERTY LINE

EXISTING RIGHT-OF-WAY

TRAFFIC FLOW ARROW (PAVEMENT MARKING)

HANDICAP STALL

A.D.A. STD HANDICAP RAMP

PARKING SPACE COUNT#

SITE LEGEND

SITE GENERAL NOTES:
1. DIMENSIONS SHOWN ARE TO THE FACE OF CURB, UNLESS OTHERWISE INDICATED.
2. USE 3' RADII, UNLESS SHOWN OTHERWISE.
3. THE INFORMATION PERTAINING TO EXISTING CONDITIONS WAS TAKEN FROM A SURVEY PROVIDED BY: DIAMONDBACK LAND SURVEYING THE LOCATION OF ALL

EXISTING UTILITIES WERE OBTAINED FROM AVAILABLE INFORMATION. THE CONTRACTOR SHALL VERIFY EXACT LOCATION AND DEPTH OF UTILITY PRIOR TO BEGINNING
CONSTRUCTION.  CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES.

4. ALL ACCESSIBLE PARKING SPACES AND TRAVEL ROUTES SHALL BE CONSTRUCTED IN ACCORDANCE WITH A.D.A. AND/OR STATE REQUIREMENTS.
5. ANY DISCREPANCIES IN THIS PLAN AND ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER AND ENGINEER PRIOR TO THE START OF CONSTRUCTION.
6. PRIOR TO STARTING CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE TO VERIFY THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN

OBTAINED.  NO CONSTRUCTION SHALL BEGIN UNTIL ALL PERMITS HAVE BEEN RECEIVED.
7. CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT WORKERS AND PUBLIC SHALL BE PROTECTED FROM INJURY, AND ADJOINING PROPERTY PROTECTED

FROM DAMAGE.  CONTRACTOR SHALL REPAIR ANY DAMAGE DONE TO PRIVATE OR PUBLIC PROPERTY.
8. ACCESS TO UTILITIES, FIRE HYDRANTS, ETC. SHALL REMAIN UNDISTURBED AT ALL TIMES, UNLESS COORDINATED OTHERWISE.
9. THE GENERAL CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS FROM THE SITE UPON COMPLETION OF THE PROJECT.
10. ALL SUBGRADE PREPARATION, PAVING, AND UTILITY TRENCHING MUST BE IN ACCORDANCE WITH THE RECOMMENDATIONS OF THE SOILS INVESTIGATION.  IF THERE IS

A CONFLICT BETWEEN THE SOILS REPORT AND THE PLANS, THE MORE PROHIBITIVE OF THE TWO SHALL TAKE PRECEDENCE.
11. CONTRACTOR TO ENSURE COMPLIANCE WITH ANY AND ALL LAND DISTURBANCE NOTIFICATIONS REQUIREMENTS, AND THAT ALL REQUIRED EROSION CONTROL

MEASURES ARE INSTALLED AND MAINTAINED IN ACCORDANCE WITH LOCAL, STATE, AND FEDERAL REQUIREMENTS.
12. FOR WORK IN, OR ADJACENT TO, STREET RIGHT OF WAYS, CONTRACTOR SHALL ENSURE APPROPRIATE PERMITS ARE OBTAINED PRIOR TO CONSTRUCTION.

CONTRACTOR TO ERECT AND MAINTAIN TRAFFIC CONTROL SIGNS AND DEVICES IN CONFORMANCE WITH THE REQUIREMENTS OF THE AUTHORITY HAVING
JURISDICTION.

13. ALL PARKING LOT LIGHTING MUST BE INSTALLED AND OPERATE SO AS NOT TO PRODUCE GLARE OR CAST DIRECT ILLUMINATION ACROSS THE BOUNDING PROPERTY
LINE.  LOW PRESSURE SODIUM LIGHTING IS PROHIBITED.  ALL LIGHTING FIXTURES MUST BE RESTRICTED TO DOWN-LIGHT OR CUT-OFF TYPES.

TIE IN CURB/DRIVE TO MATCH EXISTING CURB/STREET

NEW CONCRETE CURB - SEE DETAILS

LANDSCAPE AREA

PROPOSED MENU BOARD

PROPOSED ADA CURB RAMP

TRAFFIC FLOW ARROW STRIPING

DUMPSTER ENCLOSURE

H/C PARKING SIGNAGE

EXISTING SIGN

DRIVE-THRU STRIPING

4" WIDE PAINTED STRIPING @ 2' O.C. AND 45°

PROPOSED CONCRETE WHEEL STOP

-

-

-

-

-

-

-

-

-

-

-

PROPOSED GREASE TRAP

SEE LANDSCAPE PLAN(S)

CONCRETE SIDEWALK ( SEE WIDTH THIS SHEET) -
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CIVIL ENGINEER
ATWELL, LLC
9001 AIRPORT FREEWAY, SUITE 660
NORTH RICHLAND HILLS, TX 76180
PHONE: (972) 638-8860
CONTACT: NICHOLAS SALAZAR
EMAIL: NSALAZAR@ATWELL.COM

DEVELOPMENT TEAM
SURVEYOR
DIAMONDBACK LAND SURVEYING
6140 BRENT THURMAN WAY
SUITE 230, LAS VEGAS NV 89148
PHONE: (702) 823-3257
CONTACT: TRENT J. KEENAN
EMAIL: DIAMONDBACKLANDSURVEYING.COM

DEVELOPER
BLACK ROCK DEVELOPMENT COMPANY, LLC
9170 E BAHIA DR, SUITE 101
SCOTTSDALE, AZ 85260
EMAIL: TONY@BR.COFFEE
CONTACT:  TONY PALLOTTA

OWNER
DBN DURBAN MANAGEMENT, LLC
106 FOSTER AVE
CHARLOTTE, NC 28203
PHONE: (704) 319-8330
CONTACT:  C. COLLIN RICKS

100 YEAR FLOOD PLAIN

-

-15 PROPOSED RETAINING WALL
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NOTICE:

C

Know what's below.
      Call before you dig.
THE LOCATIONS OF EXISTING UNDERGROUND
UTILITIES ARE  SHOWN IN AN APPROXIMATE

WAY ONLY AND HAVE NOT BEEN
INDEPENDENTLY VERIFIED BY THE OWNER OR ITS

REPRESENTATIVE.  THE CONTRACTOR SHALL
DETERMINE THE  EXACT LOCATION OF ALL
EXISTING UTILITIES BEFORE  COMMENCING

WORK, AND AGREES TO BE FULLY  RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY  LOCATE AND PRESERVE ANY AND ALL

UNDERGROUND  UTILITIES.

COPYRIGHT        2025 ATWELL LLC NO
REPRODUCTION SHALL BE MADE WITHOUT THE

PRIOR WRITTEN CONSENT OF ATWELL LLC

CONSTRUCTION SITE SAFETY IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR; NEITHER

THE OWNER NOR THE ENGINEER SHALL BE
EXPECTED TO ASSUME ANY RESPONSIBILITY FOR
SAFETY OF THE WORK, OF PERSONS ENGAGED IN
THE WORK, OF ANY NEARBY STRUCTURES, OR OF

ANY OTHER PERSONS.

24 HOUR 
EMERGENCY CONTACT
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CIVIL ENGINEER
ATWELL, LLC
9001 AIRPORT FREEWAY, SUITE 660
NORTH RICHLAND HILLS, TX 76180
PHONE: (972) 638-8860
CONTACT: NICHOLAS SALAZAR
EMAIL: NSALAZAR@ATWELL.COM

DEVELOPMENT TEAM

SURVEYOR
DIAMONDBACK LAND SURVEYING
6140 BRENT THURMAN WAY
SUITE 230, LAS VEGAS NV 89148
PHONE: (702) 823-3257
CONTACT: TRENT J. KEENAN
EMAIL: DIAMONDBACKLANDSURVEYING.COM

DEVELOPER
BLACK ROCK DEVELOPMENT COMPANY, LLC
9170 E BAHIA DR, SUITE 101
SCOTTSDALE, AZ 85260
EMAIL: TONY@BR.COFFEE
CONTACT:  TONY PALLOTTA

OWNER
DBN DURBAN MANAGEMENT, LLC
106 FOSTER AVE
CHARLOTTE, NC 28203
PHONE: (704) 319-8330
CONTACT:  C. COLLIN RICKS
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SEDONA TAKE FIVE LLC
DEED 2021-0053411

APN 408-25-038D
MARLEY-DOG HOLDINGS LLC

DEED 2017-0027617
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STORMTECH MC-3500

SEE DETAIL C702
22 CHAMBERS

1 ISOLATOR ROW
(OUTLET CONTROL STRUCTURE

CIRCULAR ORIFICE 3 IN)
VOLUME REQUIRED: 4,376 CF
VOLUME PROVIDED: 4,688 CF

HIGH WATER ELEVATION: 4446.23
BOTTOM OF STONE: 4423.73

BOTTOM OF CHAMBERS: 4424.48
TOP ELEVATION: VARIABLE

INSTALL 4' GRATE INLET
TOP: 4427.51

INV 18" HDPE OUT: 4424.80

DAYLIGHT
INV 18" HDPE IN: 4422.20

OUTLET CONTROL STRUCTURE
3" ORIFICE PLATE
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NOTICE:

C

Know what's below.
      Call before you dig.
THE LOCATIONS OF EXISTING UNDERGROUND
UTILITIES ARE  SHOWN IN AN APPROXIMATE

WAY ONLY AND HAVE NOT BEEN
INDEPENDENTLY VERIFIED BY THE OWNER OR ITS

REPRESENTATIVE.  THE CONTRACTOR SHALL
DETERMINE THE  EXACT LOCATION OF ALL
EXISTING UTILITIES BEFORE  COMMENCING

WORK, AND AGREES TO BE FULLY  RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY  LOCATE AND PRESERVE ANY AND ALL

UNDERGROUND  UTILITIES.

COPYRIGHT        2025 ATWELL LLC NO
REPRODUCTION SHALL BE MADE WITHOUT THE

PRIOR WRITTEN CONSENT OF ATWELL LLC

CONSTRUCTION SITE SAFETY IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR; NEITHER

THE OWNER NOR THE ENGINEER SHALL BE
EXPECTED TO ASSUME ANY RESPONSIBILITY FOR
SAFETY OF THE WORK, OF PERSONS ENGAGED IN
THE WORK, OF ANY NEARBY STRUCTURES, OR OF

ANY OTHER PERSONS.

24 HOUR 
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1. GRADES SHOWN ARE PROPOSED FINISHED GRADES.

2. ALL PROPOSED GRADES AND SPOT ELEVATIONS INDICATE TOP OF
PAVEMENT OR FACE/FLOWLINE OF CURB UNLESS OTHERWISE NOTED.

3. THE INFORMATION PERTAINING TO EXISTING CONDITIONS WAS
TAKEN FROM A SURVEY PROVIDED BY DIAMONDBACK LAND
SURVEYING.

4. THE LOCATION OF ALL EXISTING UTILITIES WERE OBTAINED FROM
AVAILABLE INFORMATION. THE CONTRACTOR SHALL VERIFY EXACT
LOCATION AND DEPTH OF UTILITY PRIOR TO BEGINNING
CONSTRUCTION.  CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY
DISCREPANCIES.

5. ANY DISCREPANCIES IN THIS PLAN AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER AND ENGINEER PRIOR TO THE
START OF CONSTRUCTION.

6. PRIOR TO STARTING CONSTRUCTION, THE GENERAL CONTRACTOR
SHALL BE RESPONSIBLE TO VERIFY THAT ALL REQUIRED PERMITS AND
APPROVALS HAVE BEEN OBTAINED.  NO CONSTRUCTION SHALL BEGIN
UNTIL ALL PERMITS HAVE BEEN RECEIVED.

7. CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT
WORKERS AND PUBLIC SHALL BE PROTECTED FROM INJURY, AND
ADJOINING PROPERTY PROTECTED FROM DAMAGE.  CONTRACTOR
SHALL REPAIR ANY DAMAGE DONE TO PRIVATE OR PUBLIC PROPERTY.

8. ACCESS TO UTILITIES, FIRE HYDRANTS, ETC. SHALL REMAIN
UNDISTURBED AT ALL TIMES, UNLESS COORDINATED OTHERWISE.

9. THE GENERAL CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS
FROM THE SITE UPON COMPLETION OF THE PROJECT.

10. ALL SUBGRADE PREPARATION, PAVING, AND UTILITY TRENCHING
MUST BE IN ACCORDANCE WITH THE RECOMMENDATIONS OF THE
SOILS INVESTIGATION.  IF THERE IS A CONFLICT BETWEEN THE SOILS
REPORT AND THE PLANS, THE MORE PROHIBITIVE OF THE TWO SHALL
TAKE PRECEDENCE.

11. CONTRACTOR TO ENSURE COMPLIANCE WITH ANY AND ALL LAND
DISTURBANCE NOTIFICATIONS REQUIREMENTS, AND THAT ALL
REQUIRED EROSION CONTROL MEASURES ARE INSTALLED AND
MAINTAINED IN ACCORDANCE WITH THE STATE, LOCAL, OR FEDERAL
REQUIREMENTS.

12. REMOVE EXISTING TOPSOIL IN ACCORDANCE WITH THE
GEOTECHNICAL REPORT, PRIOR TO PLACEMENT OF ANY FILL
MATERIAL.

13. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING TRENCH
SAFETY REQUIREMENTS IN ACCORDANCE WITH CITY STANDARDS,
NEVADA STATE LAW, AND O.S.H.A. STANDARDS FOR ALL EXCAVATION
IN EXCESS OF FIVE FEET IN DEPTH.

14. DRAINAGE SHOULD BE MAINTAINED AWAY FROM THE FOUNDATIONS,
BOTH DURING AND AFTER CONSTRUCTION.
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